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SUBJECT: EVALUATION OF GLASS LAMP MISSION G-050

1. IMAGE QUALITY: THE OVERALL IMAGE QUALITY OF THIS MISSION
FAIR; HOWEVER, SOME FRAMES EXHIBIT GOOD IMAGE QUALITY. ATMOSPHE&-“—
APPEAR TO BE THE MAJOR DEGRADING FACTOR, THE IMAGE QUALITY AT-TH
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BEGINNING AND END OF THE MISSION IS GENERALLY COMPARABLE; HOWEVER,:® _ ]
THERE IS SOME VAIRATION WITHIN EACH FRAME (THE DATA BLOCK END_OF . P2D
FRAME IS NOT AS GOOD AS THE NON-DATA BLOCK END), THE INTERPRETATIONT o
SUITABILITY IS GOOD WHERE NOT DEGRADED BY ATMOSPHERICS, CLOUD _CQUER -
AND HAZE OBSCURF. APPROXIMATELY 45 PERCENT OF THE ENTIRE MISSION.
2. MISSION DATA: Has

A. MISSION G-050 WAS FLOWN ON 7 NOVEMBER 1968 USING CAMERA i
UNIT B-26., 33

B, FILM TYPE 3401 WAS USED THROUGHOUT THE MISSION., PROCESSING “:
WAS ACCOMPLISHED BY NAV, RECON, TECH. SUPPCEN. £ 4

3, ORIGINAL NEGATIVE: - DIA-4% ]
A. EXPOSURE: ADEQUATE THROUGHOUT THE MISSION. 25X1
r MI

B. DENSITY AND CONTRAST: GENERALLY MEDIUM THROUGHOUT THE $IVEN,
C. IMAGE DEGRADATIONS:
(1) SR SIDE: FRAME & CONTAINS SEVERAL FOG BANDS PARALLE
TO THE MINOR AXIS OF THE FILM, FRAME 2120 CONTAINS A PLUS
DENSITY SPOT OF UNKNOWN ORIGIN, LDVARCE CY
(2) SL SIDE: FRAMES 1 THRU 50 CONTAIN MINUS DENSITY WLW oo
DOTS SPACED 1.7 INCHES APART IN A ROW 6.4 INCHES FROM THE AL ARXE
INBOARD EDGE,
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(3) BOTH SIDES: ROLLER CHATTER IS PRESENT ALONG BOTH
INBOARD EDGES., EDGE FOG IS PRESENT INTERMITTENTLY ALONG
BOTH THE INBOARD AND OUTBOARD EDGES.
D. PHYSICAL DEGRADATIONS:
(1) 9R SIDE: TwO HEAT SPLICES AND TWO MANUFACTURERS SPLICES
ARE PRESENT IN THIS MISSION.
(2) SL SIDE: TWO0 HEAT SPLICES AND TWwO MANUFACTURING SPLICES
ARE PRESENT IN THIS MISSION,
E. AUXILIARY DATA: THE"IL”" POSITION INDICATOR DID NOT IMAGE
ON THE SL SIDEZ. ALL OTHER DATA RECORDING EQUIPMENT FUNCTIONED
PROPERLY.
F., OTHER: THE LAST TITLED FRAME IS 2464 ON BOTH SIDES.
4, POSITIVES:
A. PRINTING AND PROCESSING ARE GOOD,
GP-1
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